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EXISTING TYPICAL SECTION
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PROPOSED TYPICAL SECTION
IL 31 (FRONT ST.)

_EXISTING

STA. 31490 TO STA. 36+94
(Looking North)

*TYP. SEE NOTE BELOW

varies 45.5' to 54’
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EXISTING TYPICAL SECTION
IL 31 (FRONT ST.)
STA. 36+34 TO STA. 40+21
(Looking North)

varies 45.5 to 54’

(3

EXISTING,

PROPOSED TYPICAL SECTION
IL 31 (FRONT ST.;

STA. 364394 TO STA. 40+21
(Looking North)

MIXTURE REQUIREMENTS

MIXTURE USES

PAVEMENT RESURFACING

POLYMERIZED LEVELING BINDER
(MACHINE METHOD),
IL-4.75, N50

PATCHING

HOT-MIX ASPHALT SURFACE,

MIX ""D”, N7G

HOT-MIX ASPHALT

(BINDER IL-19MM)

REPLACEMENT OVER PATCHES

CLASS D PATCHES
(BINDER [L-19MM)

AC/PGs

SBS/SBR PG 76-28/22

PG 64-22

PG 64-22/58-22

PG 64-22/58-22

DESIGN AIR VOIDS

4.0% @ 50 GYR

4.07% © T0 GYR

47 @ 70 GYR

4% @ 70 GYR

THE UNIT WEIGHT

USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIX QUANTITIES IS 112 LBS/SQYD/IN
WHEN RAP EXCEEDS 20% THE NEW ASPHALT BINDER IN THE

MIX SHALL BE PG 58-22
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SHEET

TOT.
SHEETS| NO.

336

112 RS-5

MCHENRY

34

4

STA.

TO STA.

FED. ROAD DIST. NO. 1 ‘lLLINOISl FED. AID PROJECT

COMBINATION CONCRETE CURB AND GUTTER, TYPE B6.24 (MODIFIED)

SUB-BASE GRANULAR MATERIAL, TYPE B (4)

PC CONC. BASE COURSE 8"

+

HOT-MIX ASPHALT OVERLAY VARIES 6 3/4”%

HOT-MIX ASPHALT OVERLAY AFTER MILLING

COMBINATION CONCRETE CURB AND GUTTER, TYPE B6.12

PC CONC. BASE COURSE 97

BITUMINOUS BASE COURSE 10

374"

BITUMINOUS CONCRETE PARKING (3 & VAR.

BITUMINOUS CONC. BASE COURSE WIDENING 9”

RAISED CONCRETE MEDIAN

PROSPOSED HOT-MIX ASPHALT SURFACE REMOVAL, 2 1/4”

PROPOSED POLYMERIZED LEVELING BINDER (MACHINE METHOD),
IL-4.75, N50, 3/4”

PROPOSED HOT-MIX ASPHALT SURFACE COURSE,
MIX D", N70, 1 1/2”

PROSPOSED HOT-MIX ASPHALT SURFACE REMOVAL, 1 1/2”

* GUTTER FLAG HAS BEEN OVERLAYED AT SOME LOCATIONS THROUGHOUT JOB LIMITS.
REMOVAL OF THE HOT-MIX ASPHALT OVERLAY ON THE GUTTER SHALL BE PAID FOR UNDER

HOT-MIX ASPHALT SURFACE REMOVAL 2 1/4".
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